2015 Dolby Atmos® Enabled Speakers

SP-BS22A-LR COMPACT SPEAKERS

- Nominal Impedance: 6 Ohms
- Sensitivity (2.83 V): 85 dB
- Dolby Atmos®: Yes
- Maximum Input Power: 80 W
- Finish: Black Vinyl
- Dimensions: 7-1/8" x 5-5/16" x 8-7/16" (with Grill)
- Weight: 11.24 lbs
- UPC: 012562909615

SPEAKER FRONT

- Enclosure: Bass-reflex Compact
- Configuration: 2-Way
- Frequency Range: 55 Hz-20 kHz
- Crossover Frequency: 3 kHz
- Woofer: 4"
- Tweeter: 1"

SPEAKER TOP

- Enclosure: Sealed
- Configuration: Concentric 2-Way
- Frequency Range: 180 Hz-20 kHz
- Crossover Frequency: 4 kHz
- Woofer: 4"
- Tweeter: 1/2"

SP-T22A-LR ADD-ON SPEAKERS

- Enclosure: Sealed
- Configuration: Concentric 2-Way
- Frequency Range: 180 Hz-20 kHz
- Crossover Frequency: 4 kHz
- Woofer: 4"
- Tweeter: 1/2"
- Nominal Impedance: 6 Ohms
- Sensitivity (2.83 V): 85 dB
- Dolby Atmos®: Yes
- Maximum Input Power: 80 W
- Finish: Black Vinyl
- Dimensions: 7-1/8" x 4-1/16" x 8-1/16"
- Weight: 3.98 lbs
- UPC: 012562909622

Compiles with CCR 93120.2(a) Phase 2 of the California Code of Regulations. Specifications and design subject to modification without notice. Pioneer, the Pioneer Logo, and A.Jones logo are registered trademarks of Pioneer Corporation and are also registered trademarks of Pioneer Corporation & Onkyo U.S.A. Corporation under license. Manufactured under license from Dolby Laboratories. Dolby, Dolby Atmos, and the double-D symbol are trademarks of Dolby Laboratories.