Connect to a router with WPS-PBC function

1. Connect to a router with WPS-PBC function.
2. Press and hold the WPS-PBC button for 3 seconds.
3. Confirm that the LEDs flash blue 4 times to signal Quick Start Mode has stopped flashing.
4. Use a USB cable to connect the unit to the router.
5. Press the standby/on button.

Wireless Direct Function

The Wireless Direct function allows the use of a direct wireless connection between this unit and a wireless LAN device, without the need for a network setup.

1. When fixed IP must be set (connecting to a router without DHCP server function), please refer to the operating instructions for the respective device.
2. Press and hold the WPS-PBC button for 3 seconds.
3. Within 2 minutes, press the router’s WPS button.
4. Select your router’s SSID.
5. Enter the PIN code printed on the label to confirm the connection. If the connection is completed, the unit will automatically power down.

Using a Web browser on a computer supporting wired LAN to make connecting settings for the unit

1. Use a LAN cable to connect the unit to the router.
2. If you are considering using this unit with wireless connections, please refer to the operating instructions for the respective device.
3. When connecting to a router without DHCP server function, please refer to the operating instructions for the respective device.
4. Press the standby/on button.
5. The LEDs will flash blue to signal Quick Start Mode has stopped flashing.
6. Use a USB cable to connect the unit to the router.
7. Press the standby/on button.

Connection settings from a Web browser using a computer, iPhone, tablet PC or other device supporting wireless LAN

1. If you intend to connect an iPhone/iPod touch/iPad (with iOS ver 5.0 or later) to a Wi-Fi network, please refer to the operating instructions for the respective device.
2. Connect the AC adapter and press the standby/on button.
3. Press the power on input network button on the front panel, and then press the standby/on button.
4. Confirm that the AC adapter and LAN cable are not connected to the unit.
5. Press the power on input network button on the front panel, and then press the standby/on button.
6. Connect the unit to a network called “Pioneer Setup:xxxxxx” from Wi-Fi network settings on the computer, iPhone, tablet PC or other device.
7. If password is required, type it here.
8. If the network indicates that the connection is completed, the unit will automatically power down.

Connection settings using an iOS device

1. If you intend to connect an iPhone/iPod touch/iPad (with iOS ver 5.0 or later) to a Wi-Fi network, please refer to the operating instructions for the respective device.
2. Press the standby/on button.
3. Press the power on input network button on the front panel, and then press the standby/on button.
4. Connect the unit to a network called “Pioneer Setup:xxxxxx” from Wi-Fi network settings on the computer, iPhone, tablet PC or other device.
5. If password is required, type it here.
6. If the network indicates that the connection is completed, the unit will automatically power down.

When connection is complete, read the following instructions.

Wireless Direct Function

1. Confirm that the AC adapter and LAN cable are not connected to the unit.
2. Connect to the AC adapter, and press the standby/on button.
3. If you wish to change the Friendly Name, select “Friendly Name” from the menu and change the name before selecting “Network Configuration.”
4. If you are using the unit in a wired configuration, please refer to the operating instructions for the respective device.
5. If you want to change the Friendly Name, select “Friendly Name” from the menu and change the name before selecting “Network Configuration.”
6. If you want to change the Friendly Name, select “Friendly Name” from the menu and change the name before selecting “Network Configuration.”
7. If you want to change the Friendly Name, select “Friendly Name” from the menu and change the name before selecting “Network Configuration.”
8. If you want to change the Friendly Name, select “Friendly Name” from the menu and change the name before selecting “Network Configuration.”
9. If you want to change the Friendly Name, select “Friendly Name” from the menu and change the name before selecting “Network Configuration.”
10. If you want to change the Friendly Name, select “Friendly Name” from the menu and change the name before selecting “Network Configuration.”

Connections for wireless LAN using WPS-PBC function

1. Connect to a router with WPS-PBC function.
2. Press and hold the WPS-PBC button for 3 seconds.
3. Confirm that the AC adapter and LAN cable are not connected to the unit.
4. Press the power on input network button on the front panel, and then press the standby/on button.
5. If you select method A, C or E, connect to network.
6. Connect to network.
7. When the network indicates that the connection is completed, the unit will automatically power down.